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MATCHING PLATE DETAIL: 12" x 18" x .75"

STEEL PLATES W/ (4) 7/8" HOLES FOR

¾" A325 BOLTS

SEE DETAIL BELOW

9'-2" V.O.

CROSS-BEAMS SHOULD

BE .25" SHORTER THAN V.O.

277 Volt

PRIMARY

ELECTRICAL NOTES:

CABINET

277 VOLT

(12) 96" D.H.O. FLOURESCENT LAMPS

(6) 72" D.H.O. FLOURESCENT LAMPS

(6) 388 - K BALLASTS @ 1.2 AMPS EACH

ROOF

(1) 12030 FRANCEFORMER @ 277 VOLT (4 AMPS)

13 MM EXPOSED RED NEON ACCENT STRIPES

277 V
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13mm Red Neon (see specs)

(1) 6'-4" x 20'-0" Double face internally illuminated

sign cabinet of aluminum extrusion w/ 2 ¼" hinged

face retainers. Cabinet finished in acrylic urethane

enamel to match Pantone 430 gray.

Faces of FlexFace material w/ color applied via heat

transfer process; 2114 blue field, white copy &

2550 red stripe. Faces treated w/ Super Glasskote

finish.

Internal illumination by horizontal flourescent lamps

powered by low-temperature ballasts. All wiring UL

approved.

(1) 3'-9" x 21'-4" Decor roof fabricated of aluminum

& (internal) steel. Roof finished in acrylic urethane

enamel to match Pantone 430 gray & 280 blue.

Roof to have 13mm red neon accent stripes. Neon

to have NO exposed wiring: electrodes into Pyrex

receptacles. All wiring UL approved.

Cabinet mounted onto double pylon steel structure

set in concrete foundations (as per drawing).

LOWE'S Standard Pole Sign

Faces Hinge

For Service

Finished Grade Finished Grade

10" Deep

17" Deep

10" Deep

17" Deep


