08PL135 - Revised Site Plan

SERVICE INSTALLATION NOTES:

WATER AND SEWER SERVICES SHALL BE INSTALLED IN ACCORDANCE WITH THE CITY OF RARID
SPECIFICATIONS, CURRENT EDITION. WATER SERVICE MAY BE INSTALLED AT A LATER DATE.

SANITARY SERVICE FOR LOT A SHALL BE INSTALLED 10" MINIMUM FROM LOT LINE AS SHOWN.

CITY STANDARD

4" DIAMETER

SEWER SERVICE SHALL BE INSTALLED TO MATCH THE EXISTING GRADE BUT NOT FLATTER THAN § INCH PER FOOT.

MINIMUM COVER OVER SERVICE SHALL BE 42"

CLEANOUTS SHALL BE LOCATED AT ALL HORIZONTAL BENDS

GREATER THAN 45" AND AT A MAXIMUM OF 75" SPACING. TAP FOR SEWER SERVICE SHALL BE BY CITY

PERSONNEL.

FUTURE WATER SERVICE FOR LOT A SHALL BE INSTALLED ALONG THE NORTH SIDE OF EXISTING DRIVE.

17 WATER SERVICE WITH A MINIMUM COVER OF 6. TAP FOR WATER SERVICES SHALL BE BY

WATER AND SANITARY SEWER SERVICES SHALL HAVE 10" MINIMUM SEPARATION. IF SERVICES
CONFIRM THE WATER SERVICE CROSSES ABOVE THE SANITARY SERVICE A MINIMUM OF 18"
WATER SERVICE IS NECESSARY IF THE WATER SERVICE IS BELOW THE SEWER SERVICE OR
CONCRETE ENCASEMENT SHALL BE 6" THICK AND 10’ EACH SIDE OF CROSSING.

CONTRACTOR SHALL REPLACE SIDEWALK AS NEEDED. ALL AREAS DISTURBED DURING CONSTR

INSTALL
CITY PERSONNEL.

CROSS EACH OTHER,
ENCASEMENT OF THE

LESS THAN 18" ABOVE.

UCTION SHALL BE

RETURNED TO THE ORIGINAL CONDITION, INCLUDING BUT NOT LIMITED TO SIDEWALKS, DRIVEWAYS, SEEDING, AND

UTILITY REPAIR.

SEEDING, FERTILIZING, AND MULCHING SHALL BE DONE IN ACCORDANCE WITH THE CiTY OF RAPID
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PUMP EXISTING SEPTIC TANK AND —

COMPLETELY REMOVE FROM SITE.

REMOVE ALL LATERALS AND DRAINAGE

ROCK FROM SITE. FILL EXCAVATED
AREA WITH CLEAN FILL MATERIAL.
PLACE TOPSOIL AND SEED IN
ACCORDANCE WITH CITY OF RAPID
CITY SPECIFICATIONS.
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