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K2) sPuT-FACE BLOCK.

@ SMOOTH—FACED MANUFACTURED LIMESTONE.

@PREFINISHED SHEET METAL COPING, GUTTERS,
DOWNSPOUTS. INTERNAL ROOF DRAINS ARE PREFERRED
IN NORTHERN CLIMATES.

(5) WAL HYDRANT.

(s) RED "WALGREENS™ SCRIPT SIGN, INTERNALLY
ILLUMINATED. SEE DETALS ON SHEET AB.2.
INDIVIDUAL LETTER SIGN.

ROOF LINE.

() TOTE ROOF. SEE SHEET C6.2.

INDIVIDUAL LETTER SIGN, SEE SHEET. A5.2.

(11) WALL-MOUNTED LIGHT. SEL ELECTRICAL DRAWING.
AT TRASH COMPACTOR.
(2) RAN SHIELD.

®1RASH COMPACTOR AND TOTE ENCLOSURES. SEE
DETAILS ON SHEET C6.2

(1%) FIPE BOLLARD. SEE DETAL
INIA POST. F) T
(18 GYEXIBLE PELNIATION POST. FASTEN TO CONCRETE

(16) MINDOW SIGN. SEE SHEET AS.2.

(@) /& THCK BENT STEEL PLATE (10 PROTECT
DOWNSPOUT), BOLTED TO MASONRY. COPE ARQUND
BULLNOSE. SEE DETAIL 10/A2.2.

(18) "CLEARANCE" SIGN. SEE DETAIL ON SHEET A5.2.

WALGREEN NEON GRAPHIC BEYOND. SEE DETAIL ON

@ cl AZING svsnzu.
. T8 SEAM METAL ROOF.
&4

@ A. GALVANIZIED "M" PANEL WITH END CLOSURES.
PREFINISHED IN STANDARD COLOR THAT MOST
APPROXIMATES THE ADJACENT BRICK.

@
BOTTOM OF LOWER CASE LETTERS TO BE A MINIMUM
OF 18" BELOW ROOF LINE; OR SIGN TO BE MOUNTED

ON RACEWAY TO AVOID ROOF MEMBRANE PENETRATION
PAINT RACEWAY TO MATCH BRICK.

(25) SToNE SuL (TYP.).

(28 ROOF SGUFPERS AT INTERVALS AS RQUIRED BY
SPECIFIC JOB. INTERNAL ROOF DRAINS WITH OVERFLOW
SCUPPERS ARE REQUIRED IN NORTHERN CLIMATES.

ALIGN STORM SEWER ENTRANCE © GRADE WITH
SCUPPERS ABOVE WHEN DOWNSPOUTS ARE USED.
@ VERTICAL FLUSH METAL SEAMED PANELS. COLOR TO
MATCH R

(Z8) COLUMN. PAINT BM. #HC—B1-MANCHESTER TAN,
RQOF DRAIN RISER CLEANQUT ACCESS AND OVERFLOW.

METAL ROOF OVER TOTE (SEE C6.1)
"FOREST GREEN" COLOR.

@D N/a
G /A

(33) CONTROL JOINTS

heathutedoliidid owinndl Mbondihuthuthedl

SIGN CODE SUMMARY

Development Service Center
PERMIT OFFICIAL NAME__ Hrod Soion

PHONE _(605) 394—4157

WALL SIGNAGE:

THE TOTAL AREA OF WALL SIGNS ME BE TWO SQUARE
FEET IN SIZE FOR EVERY LINEAL FOOT OF LOT FRONTAGE
ON A PUBLIC STREET.

GROUND SIGNS:

GROUND SIGNS MAY BE TWO SQUARE FEET IN SIZE FOR
EVERY LINEAL FOOT OF LOT FRONTAGE ON A& PUBLIC
STREET. MAXIMUM HEIGHT SHALL BE FORTY-FIVE FEET.

STORE NUMBER
PROECT NAN
WALGREENS
1125 NORTH LA CRO!
RAPID CITY,
DRAWING T1T1
EXTERIOR ELEVATION - |
CADD PLOT: SCALE: _1/8=1
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DRAWN BY:
VOID PLOT: B. HESTER
DATE: __03/04
SUPERSEDES
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